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REFER TO TEMPORARY TRAFFIC
SIGNAL AND INTERCONNECT
PLANS FOR LOCATIONS OF

TEMPORARY POLES

10" MINIMUM
(TYP.)

3.

2” GALVANIZED STEEL CONDUIT (SEE NOTE 3)
MANUFACTURER’S MINIMUM BEND RADIUS TO
ENSURE PULLING OF CABLE (TYP.)

EXISTING HANDHOLE (TYP.)

EXISTING CONDUIT TO BE USED FOR TEMPORARY
AND PERMANENT INTERCONNECT CABLE (TYP.)

RANDALL ROAD ,
AERTALLY SUPPORTED INTERCONNECT CABLE

(NOT TO SCALE)

TEMPORARY INTERCONNECT NOTES

TRANSFER OF EXISTING TO TEMPORARY INTERCONNECT CABLE AND TEMPORARY
INTERCONNECT CABLE TO PROPOSED MUST BE COMPLETED IN ONE WORKING DAY
DURING NON-PEAK HOURS OR AS DIRECTED BY THE ENGINEER.

AFTER THE PROPOSED INTERCONNECT IS TURNED ON AND OPERATING TO THE
SATISFACTION OF THE ENGINEER, THE TEMPORARY INTERCONNECT CABLE SHALL
BE REMOVED.

THE 2" CONDUIT USED FOR THE TEMPORARY INTERCONNECT CABLE SHALL BE
REMOVED TO BELOW GRADE AND CAPPED AT THE TIME THE TEMPORARY
INTERCONNECT - IS - REMOVED.

THE CONTRACTOR MUST NOTIFY THE KDOT SIGNAL SYSTEM ENGINEER A MINIMUM oF
SEVEN WORKING DAYS PRIOR TO THE START OF ANY WORK ON THE TRAFFIC SIGNAL .
INTERCONNECT.

ALL WORK AND MATERIALS INVOLVED IN THE INSTALLATION OF THE TEMPORARY
INTERCONNECT AND ESTABLISHING SYSTEM OPERATION TO THE SATISFACTION OF THE
ENGINEER AND THE KANE COUNTY DIVISION OF TRANSPORTATION SHALL BE INCLUDED
IN THE PAY ITEM “TEMPORARY TRAFFIC SIGNAL INSTALLATION.”
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